
Characteristics

1) Compact Light(50mm Diameter)

2) Aluminum Heat Sink for Thermal Management.

3) Color Temperature: Daylight White / Cool White /

    Warm White

4) Power Consumption: 3.5W

5) No UV and IR emission.

6) Long Operating life(20,000 hours).

7) Base Type(E26, E17) 

8) Splash proof IPX3

9) Replacement for down lights, flood lamps, and

    other internal and external lighting applications.

Power Consumption

Total Luminous Flux

Weight

Input Voltage

Ratings

Daylight White Warm White

AC120

3.8

(173) (146)(207)

130

*Can not be connected to a dimmer circuit.
*Can not modulate.

UnitItem

LED LIGHTING PRODUCTS

LED Downlight

AI-5103 Series

AI-51

*At 70% of Initial output

03: 3 LEDs

D: Daylight White  W : Cool White L: Warm White

A I - 5 1 0 3 * - E * *
(1) (2) (3) (4)

(1) Product Name

(2) Number of LEDs

(3) Color Temperature

E26 or E17(4) Base  type

Description of Part Number

Unit Specification

ºC

Operating Temperature Range -10 to +40 ºC

W

V

g

Base type E26 or E17 -

AI-5103D-*
Cool White
AI-5103W-* AI-5103L-*



Package Dimensions

Illuminance Distribution

Unit: mm 
Tolerance:     0.2

17880 Sky Park Circle, Suite 280, Irvine, CA 92614
Phone: (949)724-1618 Fax: (949)724-1686 

37-1, Nishiura, Hironocho, Uji City, Kyoto, JAPAN, 611-0031
Phone: 010-81-774-44-6544 Fax: 010-81-774-44-6575 

US A'SYCK, CORP.
Manufactured by A'SYCK Co., Ltd.
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*These are measuremental value not guaranted value.


